ICS 13.100 A Q

CCSDO09

INDUSTRY STANDARD OF THE

PEOPLE'S REPUBLIC OF CHINA

AQ 2013.3-2008

Ventilation technical standards for metal and nonmetal
underground mines ventilation system detection

TRIFEEUM T BN AN EEX RGN

(English Translation)

Issued on: November 19, 2008 Implemented on: January 1, 2009

Issued by: State Administration of Work Safety

Preview: page 1 of 2 shown, 6 in the full document. Complete English PDF, instant download:
https://chinastandards.org/standards/ag-2013-3-2008


https://chinastandards.org/standards/aq-2013-3-2008

Table of Contents

What this standard covers 1
Document data

Standards quoted by this document 3

What this standard covers

This standard specifies the metal and nonmetal underground mines (including associated
radon and its daughters mine) in the safety evaluation, design, construction and mining
process of the underground ventilation system detection technology requirements. This
standard applies to metal and nonmetal underground mines (including associated radon
mine) safety assessment, design, construction, and open. Also applies to furrow pit used to
develop part of the underground workings. This standard does not apply to radioactive ore,
coal, coal pyrite and other minerals and coal mining symbiosis. This standard does not
apply to oil, gas, mineral water and other liquid or gaseous mineral mining.
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