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Foreword

This standard was drafted in accordance with the rules given in GB/T 1.1-2009 "Guidelines

for Standardization Part 1: Structure and Writing of Standards".

This standard is a revision of DL/T 881-2004 "Technical Guidelines for Live Working on

±500kV DC Transmission Lines", and is in line with DL/T 881-2004 the main changes

compared are as follows.

--Expand the scope of application to single and double circuits ±500kV DC lines in areas

below 1000m;

--Increase safety protection requirements;

-Increase the technical requirements for potential transfer, in and out of equipotential;

This standard was proposed by the China Electricity Council.

This standard is under the jurisdiction of the National Technical Committee for

Standardization of Live Work.

1 Scope

This standard specifies the technical requirements for live operation of ±500kV DC

transmission lines, the equipotential entry and exit, the precautions during operation and

the specifications of tools Test, transportation and storage, etc.

This standard applies to live work on ±500kV single-circuit and double-circuit DC

transmission lines at an altitude of 1000m and below.
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In the upper area, related parameters should be corrected for altitude.

2 Normative references

The following documents are indispensable for the application of this document. For dated

reference documents, only the dated version applies to this document.

For undated references, the latest version (including all amendments) applies to this

document.

GB/T 2900.55 Electrician Terminology Live Work GB/T 6568 Shielding clothing for live

working GB/T 13035 Insulated rope for live working GB 13398 Hollow insulating pipe,

foam-filled insulating pipe and solid insulating rod for live working GB/T 14286 Terminology

for live working tools and equipment GB/T 18037 Basic technical requirements and design

guidelines for live working tools GB/T 19185 Calculation method of safe distance for live

working on AC line GB 26164.3 Safety Work Rules for the Electric Industry Part 3: Power

Lines DL 409 Electrical Safety Work Regulations (Part of Power Lines) DL/T 463 Insulator

clamp for live working DL/T 878 Test guidelines for insulating tools for live working DL/T 974

Tool warehouse for live working DL/T 976 Preventive test procedures for live working tools,

devices and equipment

3 Terms and definitions

The following terms and definitions defined by GB/T 2900.55 and GB/T 14286 apply to this

document.

Live working on DC transmission line on-line overhaul, maintenance and replacement of

parts and other operations carried out on DC transmission lines.

4.1 Personnel requirements

4.1.1

Live workers should be healthy and free from physical and psychological obstacles that

hinder the work.

4.1.2

Live working personnel should have basic knowledge of electrician principles and DC

power lines, and master the basic principles and operating methods of live working Familiar

with the scope of application and methods of use of work tools. Should master the

emergency rescue method, especially electric shock first aid.

4.1.3

Live working personnel should pass special training, pass the examination and have a job

certificate.
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4.1.4

The person in charge of the work (or guardian) should have more than 3 years of practical

work experience for live working on DC transmission lines with a voltage level of 500kV and

above.

Work experience, familiar with equipment conditions, and have certain organizational

capabilities and accident handling capabilities.

4.2 System requirements

It should be implemented in accordance with the provisions of GB 26164.3, DL 409 and

related systems.

4.3 Meteorological conditions

4.3.1

The operation should be carried out in good weather. In case of thunder, rain, snow, or

heavy fog, no live work should be carried out. The wind is greater than 10m/s (5 Level), it is

not suitable for operation.

4.3.2

When the relative humidity is greater than 80%, if live work is required, insulating tools with

moisture-proof performance should be used.

4.3.3

Under special or emergency conditions, if live repairs must be carried out, the person in

charge of the work shall organize the Relevant personnel fully discuss and formulate

reliable organizational, safety, and technical measures, which can only be carried out after

approval.

4.3.4

If there is a sudden change in weather during live work, which may endanger the safety of

people or equipment, stop work immediately.

In the case of personal safety, restore the normal condition of the equipment as soon as

possible, or take other measures.

4.4 Other requirements

4.4.1

For more complex and difficult new projects and new tools developed for live work, scientific

tests should be conducted to confirm safety and reliability.

Prepare safety measures and operating process plans and use them after approval.
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4.4.2

The person in charge of live work should get in touch with the on-duty control staff before

starting work. Need to disable since when restarting the device, the permit procedures

should be followed. After the work is over, report to the on-duty control staff in time. It is

strictly prohibited to disable or restore automatic Restart the device.

5.1 Ground potential work

5.1.1

The minimum electrical safety distance between the personnel working on the ground

potential on the tower and the charged body shall not be less than 3.4m (the human body

space should also be considered during the operation.

The gap is not less than 0.5m).

5.1.2

The effective insulation length of live working insulation tools shall not be less than 3.7m.

5.2 Equipotential work

5.2.1

The minimum electrical safety distance between the equipotential operator and the

grounding body shall not be less than 3.4m (the human body should also be considered

during the operation.

At 0.5m).

5.2.2

When the equipotential operator enters or exits the high potential process, the minimum

combined gap between the operator and the charged body and the grounding body is not it

must be less than 3.8m (the human body space should be no less than 0.5m during

operation).

5.2.3

When the equipotential operator enters the high potential along the tensile insulator string

or replaces the inferior insulator in the string, the person will be deducted from the tensile

insulator string After the body is short-circuited and the number of bad insulators, the total

number of good insulators shall not be less than those specified in Table 1.

5.3 The operation of the double circuit line on the same tower with one circuit being

charged and the other circuit being stopped

5.3.1 When working on the pole and tower, operators must not enter the cross arm on the

live side or place any objects on the cross arm.
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