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What this standard covers

This Chinese standard specifies the general-purpose CNC lathes and turning centers

(hereinafter referred to as the machine) to eliminate hazards and reduce the risk of safety

requirements and/or measures. This standard recognizes the danger see Chapter 4 Table

1. This standard applies to: holding device maximum diameter greater than 500 mm CNC

vertical lathes and turning centers, maximum clamping devices or the maximum outside

diameter greater than 500 mm from the top????2000 mm CNC horizontal lathes and

turning centers. This standard also applies as an integral part of the machine tool

accessories, such as: workpiece, tool, chuck, workpiece, cutting device and chip devices.

This standard also applies to automatic processing lines consisting of lathes or turning unit,

when they generate the dangers and risks associated with individual processing machine

similar to when. Given in this standard addition method is based on the criteria listed in

references. This standard does not apply to the processing of EN 12840

Document data

International classification (ICS): 25.040.20.

Chinese classification (CCS): J53.

Estimated length of the Chinese original: 32,399 words.

Adopted international standard: EN 12478-2000, MOD.
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GB/T 3767-1996; GB/T 3768-1996; GB 4208-2008; GB 5226.1-2002; GB 7247.1-2001;

GB/T 8196-2003; GB 12265.1-1997; GB 12265.3-1997; GB/T 15706.1-2007; GB/T

15706.2-2007; GB 15760-2004; GB/T 16404-1996; GB 16754-2008; GB/T 16855.1-2008;

GB/T 16856.1-2008; GB/T 17248.5-1999; GB 17888.1-2008; GB 17888.2-2008; GB

17888.3-2008; GB 17888.4-2008; GB/T 18717.1-2002; GB/T 18717.2-2002; GB/T

18831-2002.GB/T 19670-2005; GB/T 19671-2005; ISO/TR 11688-1-1995; ISO 16156-2004;

EN 292-2-1991; EN 614-1-1995; EN 614-2-2000; EN 894-1-1997; EN 894-2-1997; EN

894-3-2000; EN 982-1996; EN 983-1996; EN 1005-1-2001; EN 1005-2-2003; EN
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1005-3-2002; EN 1005-4-2005; EN 1037-1995; EN 1050-1996; EN 1070-1998; EN

1837-1999; EN 12840-2000; ENV 26385-1990
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