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Foreword

This document is in accordance with the provisions of GB/T 1.1-2020 "Guidelines for
standardization work Part 1: Structure and drafting rules for standardization documents”
Drafting is required.

This document replaces GB/T 26148-2010 "Safety Specification for High-Pressure Water
Jet Cleaning Operations". Compared with GB/T 26148-2010, in addition to structural
adjustments and editorial changes, the main technical changes are as follows.

a) The scope of application of the standard has been changed (see Chapter 1, Chapter 1 of
the 2016 edition);

b) Deleted "water jet", "low-pressure water jet", "high-pressure water jet",
"ultra-high-pressure water jet", "abrasive jet", "sprinkler", and "rotating sprinkler" "Forced

rotating nozzle", "two-dimensional rotating nozzle", "three-dimensional rotating nozzle",

"plane cleaner", "self-feeding nozzle", "pressure regulating valve", "foot control "Control
valve" and "Multi-valve", add the terms and definitions of "hose safety sheath" and
"anti-drop device" (see Chapter 3, 2020 Edition) Chapter 3);

c¢) The specific requirements for hoses have been changed (see 4.3.9, 4.2.8 of the 2016
edition);

d) "Proficiency" has been added (see 4.3.14);

e) Added "Cleaning operations for corrosive and other harmful substances” (see 5.1.2);
f) Added "determine the operating conditions" (see 5.1.3);

g) Added "lockout/tagout" (see 5.1.5);

h) Added "Operations involving the release of gases, vapors and biological agents" (see
5.1.6);

i) Added "Hose condition" (see 5.5.4);

j) Added "flexible buckle" (see 5.5.5);

k) Added "working surface” (see 5.6);

I) Added "safety pressure relief device" (see 5.8);

m) Added "Disabling of mobile devices" (see 5.10);

n) Added "Placement of high-pressure pump unit" (see 5.11);
0) Added "wheel chock" (see 5.12);

p) Added "Housekeeping" (see 5.13);

g) Added "environmental protection” (see 5.14);
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r) Added "balanced spray gun" (see 6.1.10);

s) Added "additional protection” (see 6.3);

t) "Additives" is added (see 6.5);

u) added "line of sight" (see 6.7);

v) Added "pre-rinse"” (see 6.9.4);

w) Added "anti-drop device" (see 6.9.6);

x) Added "Cleaning of U-tube heat exchangers" (see 6.9.10);
y) Added "Boom length" (see 6.10.2);

z) Added "Container inner wall cleaning” (see 6.11);

aa) Added "electrical equipment” (see 7.9).

1 Scope

This document specifies the composition and requirements of the operation team for
high-pressure water jet cleaning operations, pre-operation preparation, operating
procedures and equipment maintenance.

This document is applicable to high-pressure water jet cleaning operations with a pressure
of not less than 10 MPa, and water jet mobile cutting and crushing operations.

implement.

2 Normative references

The contents of the following documents constitute the essential clauses of this document
through normative references in this document.

For referenced documents without a date, only the version corresponding to that date
applies to this document; for referenced documents without a date, the latest version
(including all amendments) applies to this document.

GB 14866 General technical specification for eye and face protection GB/T 41513
Classification and terminology of spray equipment AQ 3018 General safety rules for
hazardous chemical storage tank area operations AQ 3026 Safety Specifications for
Equipment Maintenance Operations in Chemical Production Units HG 30010 Safety
regulations for hot work in production areas HG 30011 Safety Specifications for Confined
Space Operations in Production Areas HG 30013 Safety Specifications for Working at
Heights in Production Areas
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