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1 Scope

This Standard specifies the energy efficiency grades, minimum allowable values of energy

efficiency, evaluating values of energy conservation, test methods, inspection rules, and

labels of energy efficiency grades for the waste submersible motor-pumps.

This Standard is applicable to the single-phase or three-phase waste submersible

motor-pumps (hereinafter referred to as "pump") that deliver various sewage, or mixed

liquid containing sand, fiber materials, manure, river silt and other insoluble solid

substances.

2 Normative References

The following documents are essential to the application of this document. For the dated

documents, only the versions with the dates indicated are applicable to this document; for

the undated documents, only the latest version (including all the amendments) are

applicable to this standard.

GB/T 2828.1 Sampling Procedures for Inspection by Attributes - Part 1. Sampling

Schemes Indexed by Acceptance Quality Limit (AQL) for Lot-by-Lot Inspection

GB/T 2829 Sampling Procedures and Tables for Periodic Inspection by Attributes (Apply to

Inspection of Process Stability)

GB/T 12785-2014 Test Methods for Submersible Motor-Pumps
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GB/T 24674 Waste Submersible Motor-Pumps

3. Terms and Definitions

The following terms and definitions, and those defined in GB/T 24674 are applicable to this

document.

3.1 Minimum allowable values of energy efficiency for waste submersible

motor-pumps

......
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