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Foreword

"Fixed capacitors for use in electronic equipment" series of national standards divided into

the following sections.

--- Part 1. Generic specification (GB/T 2693-2001/IEC 60384-1:1999);

--- Part 2. Sectional specification - Fixed metallized polyethylene terephthalate film dielectric

dc capacitors (GB/T 7332-2011 /IEC 60384-2:2005);

--- Part 2-1. Blank detail specification - Fixed metallized polyethylene terephthalate film

dielectric dc capacitors - Assessment level E and EZ (GB/T 7333-2012/IEC

60384-2-1:2005);

--- Part 3. Sectional specification for surface mounting MnO2 solid electrolyte capacitors -

(IEC 60384-3:2007);

--- Part 3-1. Blank detail specification surface mount MnO2 solid electrolyte tantalum

capacitors - Assessment level EZ (IEC 60384-3-1:2007);

--- Part 4. Sectional specification solid and non-solid electrolyte aluminum electrolytic

capacitors (GB/T 5993-2003/IEC 60384-4.

1998, No. 1 amendments 2000);

--- Part 4-1. Blank detail specification non-solid electrolyte aluminum electrolytic capacitors -

Assessment level EZ (GB/T 5994-2003 /IEC 60384-4:2000);

--- Part 4-2. Blank detail specification solid (MnO2) electrolyte aluminum electrolytic

capacitors - Assessment level EZ (SJ/T 11068-96/IEC 60384-4-2. 1985);

--- Part 6. Sectional specification - Fixed metallized polycarbonate film dielectric dc

capacitors (IEC 60384-6:2005);

--- Part 7. Sectional specification metal foil polystyrene film dielectric dc capacitors (GB/T

10185-2012);

--- Part 7-1. Blank detail specification polystyrene film dielectric metal foil dc capacitors -

Assessment level E (GB/T 10186-2012);

--- Part 8. Sectional specification Fixed capacitors of ceramic dielectric, Class 1 (GB/T

5966-2011/IEC 60384-8:2005);

--- Part 8-1. Blank detail specification Fixed capacitors of ceramic dielectric, Class 1 -

Assessment level EZ (GB/T 5967-2011 /IEC 60384-8-1:2005);

--- Part 9. Sectional specification Fixed capacitors of ceramic dielectric, Class 2 (GB/T

5968-2011/IEC 60384-9:2005);

--- Part 9-1. Blank detail specification Fixed capacitors of ceramic dielectric, Class 2 -
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Assessment level EZ (GB/T 5969-2012 /IEC 60384-9-1:2005);

--- Part 11. Sectional specification metal foil polyethylene terephthalate film dielectric dc

capacitors (IEC 60384-11:2008);

--- Part 11-1. Blank detail specification metal foil polyethylene terephthalate film dielectric dc

capacitors Assessment level EZ (IEC 60384-11-1:2008);

13.2006);

--- Part 13-1. Blank detail specification polypropylene film dielectric metal foil dc capacitors -

Assessment levels E and EZ (GB/T 10189-2013/IEC 60384-13-1:2006);

--- Part 14. Sectional specification curb the power of electromagnetic interference with a

fixed capacitor (GB/T 14472-1998/IEC 60384-14.

1993, No. 1 amendments 1995);

--- Part 14-1. Blank detail specification curb the power of electromagnetic interference

capacitors - Assessment level D (GB/T 14473-1998/IEC 60384-14-1:1993);

--- Part 15. Sectional specification non-solid or solid electrolyte capacitors - (GB/T

7213-2003/IEC 60384-15. 1982, no. 1 amendments. 1987, No. 2 amendments 1992);

--- Part 15-1. Blank detail specification solid electrolyte tantalum foil capacitors -

Assessment level E (GB/T 12794-1991 /IEC 60384-15-1. 1984);

--- 15-2. Blank detail specification sintered solid electrolyte tantalum capacitors -

Assessment level E (GB/T 12795-1991/IEC 60384-15-2. 1984);

--- 15-3. Blank detail specification solid electrolyte and porous anode tantalum capacitors -

Assessment level E (GB/T 7214-2003/IEC 60384-15-3. 1984);

--- Part 16. Sectional specification - Fixed metallized polypropylene film dielectric dc

capacitors (GB/T 10190-2012/IEC 60384-16:2005);

--- Part 16-1. Blank detail specification metallized polypropylene film dielectric dc capacitors

- Assessment levels E and EZ (GB/T 10191-2011/IEC 60384-16-1:2005);

--- Part 17. Sectional specification - Fixed metallized polypropylene film dielectric ac and

pulse capacitors (GB/T 14579-2013 /IEC 60384-17:2005);

--- Part 17-1. Blank detail specification metallized polypropylene film dielectric ac and pulse

capacitors - Assessment level E and EZ (GB/T 14580-2013/IEC 60384-17-1:2005);

--- Part 18. Sectional specification surface mount solid and non-solid electrolyte aluminum

electrolytic fixed capacitors (GB/T 17206-1998 /IEC 60384-18:1993, No. 1 amendments

1998);

--- Part 18-1. Blank detail specification surface mount solid (MnO2) electrolyte aluminum

Chinastandards.org

3

Preview: page 4 of 5 shown, 17 in the full document. Complete English PDF, instant download:

https://chinastandards.org/standards/gb-t-10188-2013

https://chinastandards.org/standards/gb-t-10188-2013


capacitors - Assessment level EZ (GB/T 17207-2012/IEC 60384-18-1:2007);

--- 18-2. Blank detail specification non-solid electrolyte chip aluminum electrolytic capacitors

- Assessment level E (GB/T 17208-1998/IEC 60384-18-2:1993);

--- Part 19. Sectional specification - Fixed metallized polyethylene terephthalate film

dielectric surface mount dc capacitors (GB/T 15488-2013/IEC 60384-19:2006);

--- Part 19-1. Blank detail specification - Fixed metallized polyethylene terephthalate film

dielectric surface mount dc capacitors Assessment level EZ (GB/T 16467-2013/IEC

60384-19-1:2005);

--- Part 21. Sectional specification Class 1 surface mount multilayer ceramic capacitors

fixed (GB/T 21041-2007/IEC 60384-21.

2004);

--- Part 21-1. Blank detail specification Class 1 surface mount multilayer ceramic capacitors

fixed (GB/T 21038-2007 /IEC 60384-21-1:2004);

--- Part 22. Sectional specification surface mount multilayer ceramic multilayer Class 2

Fixed capacitors (GB/T 21042-2007/IEC 60384-22.

2004);

--- Part 22-1. Blank detail specification Class 2 surface mount multilayer ceramic capacitors

fixed (GB/T 21040-2007 /IEC 60384-22-1:2004).

This section "Fixed capacitors for use in electronic equipment" in Section 13.

This section drafted in accordance with GB/T 1.1-2009 given rules.

This Part replaces GB/T 10188-1988 "Fixed capacitors for use in electronic equipment -

Part 13. Sectional specification metal foil polypropylene film DCcapacitor. " This section

compared with the GB/T 10188-1988, the main changes are as follows.

--- A1 group and B1 group increased element solvent and solvent resistance test mark;

--- Table 5 added A0 grouping requirements;

--- The A1 IL packet by the S-4 to S-3;

--- A2 by the grouping IL II to S-3;

--- Low air pressure by the pressure to 8.5kPa 8kPa;

--- Varies with temperature characteristics by the ND to D;

--- 3.5.4 in Table 5 and Table 6 Assessment level EZ increased requirements;

--- 2.1.1 duration steady state damp heat test canceled 4 days.

This section identical with IEC 60384-13:2006 "Fixed capacitors for use in electronic
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