ICS 33.060.30
CCSM35

NATIONAL STANDARD OF THE

PEOPLE'S REPUBLIC OF CHINA

GB/T 11299.9-1989

Methods of measurement for radio equipment used in satellite earth
stations. Part 2: Measurements for sub-systems. Section Seven.
Frequency modulators. Section Eight. Frequency demodulators

BEBKIE L BIREMNE S E FIH DEFLNE FHT MK FHI2E
AGERIES: SIS

(English Translation)

Issued on: March 31, 1989 Implemented on: January 1, 1990

Issued by: People Republic of China Ministry of Electronics Industry

Preview: page 1 of 2 shown, 14 in the full document. Complete English PDF, instant download:
https://chinastandards.org/standards/gb-t-11299-9-1989


https://chinastandards.org/standards/gb-t-11299-9-1989

Table of Contents

What this standard covers 1

Document data 2

What this standard covers

This standard specifies the method for measuring the electrical properties of the frequency
modulator and possible modulator involved only basic measurements, and does not include
the pre-emphasis network and sound sub-carrier signal, the pilot signal and the auxiliary
signal combining network consisting of the baseband section. VIII shows the frequency
demodulator measurements. Measuring modulator/demodulator baseband combination
between terminals is described in Part 11l of this standard sections.
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