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Foreword

GB/T 20063 "Graphical symbols for diagrams" is divided into 15 parts.

--- Part 1. General information and indexes;

General application symbol;. --- Part 2

--- Part 3. connection with the device;

--- Part 4. Actuators and related equipment;

--- Part 5. Measurement and control devices;

--- Part 6. Measurement and control functions;

--- Part 7. Basic mechanical components;

--- Part 8. Valves and dampers;

--- Part 9. Pumps, compressors and blowers;

--- Part 10. Flow power converter;

--- Part 11. heat exchanger and engine components;

--- Part 12. separation, purification and mixing apparatus;

--- Part 13. material processing apparatus;

--- Part 14. materials for transport and handling equipment;

--- Part 15. Installation diagrams and network diagrams.

This part of GB/T 20063 "Graphical symbols for diagrams" Part 14.

This section identical with ISO 14617-14:2004 "Graphical symbols for diagrams - Part 14.

materials for transport and handling equipment." this part of the National Technical product
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documentation Standardization Technical Committee (SAC/TC146) and focal points.

This section is drafted. the machine Productivity Promotion Center, Dalian Maritime

University, Hefei University of Technology.

1 Scope

GB/T 20063 provisions of this part of the materials for transport and handling equipment

Graphical symbols for diagrams.

Create diagrams and basic rules for the use of graphic symbols, see GB/T 16901.1.

Creating and information on identifying patterns used in the registration number of graphic

symbols used and the symbols that the application of the rules, see GB/T 20063.1.

2 Normative references

The following documents contain provisions which, through reference GB/T 20063 in this

section constitute provisions of this section. For dated reference documents Member, all

subsequent amendments (not including errata content) or revisions do not apply to this

section, however, encouraged to reach under this section Parties to research agreement to

use the latest versions of these documents. For undated reference documents, the latest

versions apply to this section.

GB/T 16901.1 technical documents represent the first part of the rule of graphical symbols.

Basic rules (GB/T 16901.1-2008, ISO 81714-1:1999,

Designofgraphicalsymbolsforuseinthetechnicaldocumentationofproducts-Part 1. Basicrules,

MOD) GB/T 20063.1 Graphical symbols for diagrams - Part 1. General information and

indexes (GB/T 20063.1-2006, ISO 14617-1:2002, IDT)

3.1.1 Conveyor 3801

3.1.2 3806 feed hopper, 3.1.3 3807 rotor blade conveyor 3.1.4 3808 turntable

3.2 Application of Rule 3.1 Symbol

3.2.1

R3801

If the shape of the current conveyor function is very important, but also allows you to plot

into other shapes, such as.

See X3805 (3.5.5) and X3811 (3.5.11)

3.2.2

R3802
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Unidirectional conveyors, available 241 (3.3.2) in a one-way arrows in 3801 to replace an

asterisk;

Bi-directional conveyor, available 245 (3.3.3) in the double-headed arrow in 3801 to replace

an asterisk;

Simultaneous bidirectional transport material conveyor, for example. ropeway conveyor,

available 247 (3.3.4) in at the same time replace the 3801 two-way arrow asterisk GB/T

20063.14-2009/ISO 14617-14:2004
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