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Foreword

This standard was drafted in accordance with the rules given in GB/T 1.1-2009.

This standard replaces GB/T 25117.1-2010 "Rail Transit Locomotive and Rolling Stock
Combination Test Part 1: Inverter-powered AC Combined test of flow motor and its control
system", GB/T 25117.2-2010 "Rail Transit Locomotive and Rolling Stock Combined Test
Part 2 Points. Combination test of chopper-powered DC traction motor and its control
system" and GB/T 25117.3-2010 "Rail Transit Locomotive Vehicle combination test Part 3:
Combined test of AC motor and its control system powered by indirect converter”. This
standard and Compared with GB/T 25117.1-2010, GB/T 25117.2-2010 and GB/T
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25117.3-2010, the main technical changes are as follows.

---Modified the scope of application, and added the technical requirements for the
combined test of the traction system composed of permanent magnet traction motors on
the original basis (see Chapter 1, GB/T 25117.1-2010, GB/T 25117.2-2010 and GB/T
25117.3-2010 Chapter 1);

---Modified "Terms and Definitions" (see Chapter 3, GB/T 25117.1-2010, GB/T
25117.2-2010 and GB/T 25117.3-Chapter 3 of 2010);

---Deleted environmental conditions (see GB/T 25117.1-2010, GB/T 25117.2-2010 and
GB/T 25117.3-2010 Chapter 4);

---Modified "Traction System Characteristics" and renamed the chapter title (see Chapter 4,
GBJ/T 25117.1-2010, GB/T 25117.2-2010 and Chapter 5 of GB/T 25117.3-2010);

--- Added "Test General Requirements" (see Chapter 5);

--- Deleted "test classification” (see GB/T 25117.1-2010, GB/T 25117.2-2010 and GB/T
25117.3-2010 Chapter 6);

---Modified "Test General Conditions" (see Chapter 6, GB/T 25117.1-2010, GB/T
25117.2-2010 and GB/T 25117.3-7.2 of 2010);

--- Deleted Chapter 7 "Tests" of the 2010 edition, and scattered the contents of each test
item to the standard Chapters 7~14 (See Chapter 7 of GB/T 25117.1-2010, GB/T
25117.2-2010 and GB/T 25117.3-2010);

---Modified "torque characteristic test", changed "full torque speed scan test" to "speed
scan test", and used it as "traction motor thermal as a sub-item of "state torque
characteristic test”, the item "starting torque test at zero speed" is added (see Chapter 7,
7.5.1 of GB/T 25117.1-2010, GB/T 25117.2-2010 and GB/T 25117.3-2010);

---Modified the acceptance criteria in "Hot Torque Characteristic Test of Traction Motor" and
"Cold Torque Characteristic Test of Traction Motor" to take all traction the sum of the motor
torque is judged and the maximum working speed requirement in the test (see 7.2, 7.3,
GBJ/T 25117.1-2010, 7.5.1.2 and 7.5.1.3 of GB/T 25117.3-2010);

---Modified the test requirements of "Traction Motor Cold Torque Characteristic Test", which
only requires single point execution at the lowest speed point (see 7.3.3, GB/T
25117.1-2010, GB/T 25117.3-2010 7.5.1.3);

---Added the energy consumption test items under the line operation curve in the "efficiency
and energy consumption test" (see Chapter 8);

---Added the temperature rise test items under the line operation curve (see Chapter 9);

---Added the reverse start test item, traction-brake conversion test item and micro brake test
in the "system function test" (see section Chapter 10);

3

Preview: page 4 of 5 shown, 35 in the full document. Complete English PDF, instant download:
https://chinastandards.org/standards/gb-t-25117-1-2010


https://chinastandards.org/standards/gb-t-25117-1-2010

---Modified the "net voltage variation range test" (see Chapter 11, GB/T 25117.1-2010,
GB/T 25117.3-2010, 7.6.1.2);

---Modified the "system protection test", split the short-term power supply interruption test in
the 2010 edition into a traction power supply voltage interruption test and traction power
supply contact failure test, adding the regenerative braking sudden failure test and the
traction converter stop test Test, temperature calculation function test, over-current and
over-voltage protection test, control battery power interruption test 5 test items (see
Chapter 12, GB/T 25117.1-2010, GB/T 25117.3-2010 7.6.1.3);

---Added the sensor function failure test, command and feedback signal loss, cooling
system failure test, 4 test items for grounding and short-circuit faults (see Chapter 13);

---Added the combined test of energy storage traction system (see Chapter 14);
---Added special test items and test conditions for DC traction motors (see Appendix B);

---Modified the terms of the agreement between the user and the manufacturer (see
Appendix C, Appendix A of GB/T 25117.1-2010, GB/T 25117.2-2010 and Appendix B of
GB/T 25117.3-2010).

This standard uses the redrafting method to amend and adopt IEC 61377:2016 "Combined
Test of Traction System of Rail Transit Rolling Stock method".

Compared with IEC 61377:2016, this standard has structural adjustments, adding 3.18,
3.19, 10.3 and Chapter 14.

Compared with IEC 61377:2016, this standard has technical differences, and the clauses
involved in these differences have been passed in the outer margins.

The vertical single line (]) of the setting is marked. The technical differences and their
reasons are as follows.

--- Regarding normative reference documents, this standard has made adjustments with
technical differences to adapt to my country's technical conditions and adjustments.

The situation is collectively reflected in Chapter 2 "Normative Reference Documents”, and
the specific adjustments are as follows.

- Replace IEC 60850 with GB/T 1402 modified to adopt international standards (see
Chapter 4, 6.1.2.2);

- Replace IEC 61287-1:2014 (see 10.3.4, 12.8) with GB/T 25122.1-2018 modified to adopt
international standards;

- Replace IEC 60349-1:2010 (see B.3) with GB/T 25123.1-2018 modified to adopt
international standards;

- Replace IEC 60349-2 with GB/T 25123.2 modified to adopt international standards (see
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