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Foreword

This document complies with the provisions of GB/T 1.1-2020 "Standardization Work

Guidelines Part 1: Structure and Drafting Rules of Standardization Documents".

Drafting.

This document is modified to adopt ISO 3850:2004 "Determination of apparent density of

resilient flooring composite cork".

Compared with ISO 3850:2004, this document has undergone many structural adjustments.

A comparison of the structural numbering between the two documents is shown in the

appendix.

Record A.

This document differs significantly from ISO 3850:2004 in several technical aspects. The

relevant clauses are indicated in vertical margins.

The single line (|) is marked. A summary of these technical differences and their reasons

can be found in Appendix B.

The following editorial changes have been made to this document.

---To align with existing standards, the standard title has been changed to "Method for

Determination of Apparent Density of Cork Flooring";

---Appendix ZZ has been removed from ISO 3850:2004;

---Appendix A (Informative) has been added, showing the comparison of structure numbers

between this document and ISO 3850:2004;

---Appendix B (Informative) has been added, outlining the technical differences between

this document and ISO 3850:2004 and the reasons for these differences.
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Please note that some content in this document may involve patents. The issuing

organization of this document assumes no responsibility for identifying patents.

This document was proposed by the National Forestry and Grassland Administration.

This document is under the jurisdiction of the National Technical Committee on

Standardization of Forestry Biomass Materials (SAC/TC416).

1 Scope

This document describes the method for determining the apparent density of cork flooring.

This document applies to the determination of the apparent density of cork flooring.

2 Normative references

The contents of the following documents, through normative references within the text,

constitute essential provisions of this document. Dated citations are not included.

For references to documents, only the version corresponding to that date applies to this

document; for undated references, the latest version (including all amendments) applies.

This document.

GB/T 42110 Softwood Terminology (GB/T 42110-2022, ISO 633:2019, MOD)

3 Terms and Definitions

The terms and definitions defined in GB/T 42110 and the following terms and definitions

apply to this document.

Cork flooring

Flooring material made from leather (leather) through processing.

Apparent density

The mass per unit volume of cork flooring under certain conditions.

4 Principles

The dimensions of the cork flooring samples were measured and weighed. The apparent

density was calculated by the ratio of mass to volume.

5 Instruments

5.1

Steel measuring tape with a graduation value of 1.0 mm. Select the measuring range
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according to the size of the specimen.

5.2

Micrometer, with a graduation value of 0.01 mm, select the measuring range according to

the specimen size.

5.3

Balance. accuracy is 0.01g.

6 Sampling and Sample Preparation

At least five samples should be randomly selected from each batch of cork flooring

products. If the samples consist of the same package of cork flooring, ensure that the first

sample and...

The last piece is not used as a test specimen.
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