
ICS 91.220

CCS P 96 JG

INDUSTRY STANDARD OF THE

PEOPLE'S REPUBLIC OF CHINA

JG/T 250-2009
Replacing JG 3043-1997

VeBe consistometer

(English Translation)

Issued on: April 20, 2009 Implemented on: December 1, 2009

Issued by: Ministry of Housing and Urban-Rural Development of the

People's Republic of China

Chinastandards.org

Preview: page 1 of 2 shown, 7 in the full document. Complete English PDF, instant download:

https://chinastandards.org/standards/jg-t-250-2009

https://chinastandards.org/standards/jg-t-250-2009


Table of Contents

What this standard covers .................................................................................................... 1

Document data ..................................................................................................................... 2

Standards quoted by this document ..................................................................................... 3

What this standard covers

This standard specifies the classification and Weibo consistency meter mark, composition,

conditions of use and materials, requirements, test methods, inspection rules, marking,

packaging, transport and storage. This standard applies to Weibo consistency meter

design, production and quality inspection.

Document data

International classification (ICS): 91.220.

Chinese classification (CCS): P96.

Estimated length of the Chinese original: 10,122 words.

Supersedes the earlier edition JG 3043-1997.

Standards quoted by this document

GB/T 700; GB/T 708; GB/T 709; GB/T 1239.4; GB/T 8162; GB/T 50080; DL/T 5150; JG/T

245; JG/T 248; JTG E30; SL 352
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