ICS 93.080.99 J I

CCS P 96

INDUSTRY STANDARD OF THE

PEOPLE'S REPUBLIC OF CHINA

JT/T 1210.2-2018

Deicing and thawy material used in asphalt mixture--Part 2:
Salinization-based material

REBHBRGHBRIKEME 528057 BILIMEL BiThR

(English Translation)

Issued on: May 22, 2018 Implemented on: August 1, 2018

Issued by: Ministry of Transport

Preview: page 1 of 2 shown, 9 in the full document. Complete English PDF, instant download:
https://chinastandards.org/standards/jt-t-1210-2-2018


https://chinastandards.org/standards/jt-t-1210-2-2018

Table of Contents

What this standard covers
Document data

Standards quoted by this document

What this standard covers

This standard specifies the technical requirements, test methods, inspection rules, and
requirements for marking, packaging, transportation and storage of salted materials in ice
and snow materials for road asphalt mixtures. This standard applies to the production,
inspection and use of salinized materials in melting snow materials for road asphalt
mixtures.

Document data

International classification (ICS): 93.080.99.
Chinese classification (CCS): P96.

Estimated length of the Chinese original: 13,198 words.

Standards quoted by this document

JT/T 973-2015; JTG E20; JTG F40; JTG E42

1

Preview: page 2 of 2 shown, 9 in the full document. Complete English PDF, instant download:
https://chinastandards.org/standards/jt-t-1210-2-2018


https://chinastandards.org/standards/jt-t-1210-2-2018

