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What this standard covers

This standard specifies the concrete in a wet state with anti-corrosion coating the surface of
the bridge structure classification, requirements, test methods, inspection rules, marking,
packaging and storage of content. This standard applies to the surface of the concrete
bridge structure at Ebb alternating wet and dry state environment or coating materials.
Other environmental conditions similar coating surface with a coating of concrete structures
can be implemented by reference.

Document data

International classification (ICS): 93.040; 87.040.
Chinese classification (CCS): P28.

Estimated length of the Chinese original: 10,141 words.

Standards quoted by this document

GB 1720-1979; GB/T 1723-1993; GB/T 1725-2007; GB 1727-1992; GB/T 1728-1979; GB/T
1731-1993; GB/T 1732-1993; GB/T 1733 - 1993; GB/T 1740-2007; GB/T 1766-2008; GB/T
1768-2006; GB/T 1865-2009; GB/T 3186; GB/T 6750-2007; GB/T 6753.1-2007; GB/T 8170;
GB 9264-1988; GB/T 9271-2008; GB 9274-1988; GB/T 9278-2008; GB/T 9750; GB/T
13491; JT/T 695-2007; JT/T 821.1- 2011

1

Preview: page 2 of 2 shown, 7 in the full document. Complete English PDF, instant download:
https://chinastandards.org/standards/jt-t-821-2-2011


https://chinastandards.org/standards/jt-t-821-2-2011

