ICS 83.140.30 Q B

CCS G 33

LIGHT INDUSTRY STANDARD OF THE

PEOPLE'S REPUBLIC OF CHINA

QB/T 5932-2023

Polyethylene (PE) single-wall spiral corrugated pipe for power
sheathing

(English Translation)

Issued on: December 20, 2023 Implemented on: July 1, 2024

Issued by: Ministry of Industry and Information Technology

Preview: page 1 of 2 shown, 9 in the full document. Complete English PDF, instant download:
https://chinastandards.org/standards/gb-t-5932-2023


https://chinastandards.org/standards/qb-t-5932-2023

Table of Contents

What this standard covers 1

Document data 2

What this standard covers

This standard specifies the requirements for materials, structure and connection methods,
color, appearance, specifications, dimensions and deviations, and physical and mechanical
properties of polyethylene (PE) single-wall spiral corrugated pipes for power sheathing. It
also describes the corresponding test methods and stipulates Inspection rules, marking,
packaging, transportation and storage content. This standard applies to polyethylene (PE)
resin as the main raw material, extruded and used to protect outdoor buried insulated wires
and cables with AC? 1000?V? and/or DC? 1500?V? and below. Production, inspection and
sales of single wall spiral corrugated pipes.
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