ICS 33.070.99 Y D

CCS M 37

INDUSTRY STANDARD OF THE

PEOPLE'S REPUBLIC OF CHINA

YD/T 1724.1-2007

Technical Requirement for 2GHz TD-SCDMA Digital Cellular
Mobile Communication Network: HSDPA lub Interface. Part 1:
General Aspects

2GHz TD-SCDMA¥IF i E#%ohiBEMN =i T T2AEN(HSDPA)IubiEOF/RAE
K E1ERSy . B

(English Translation)

Issued on: December 5, 2007 Implemented on: March 1, 2008

Issued by: Ministry of Information Industry of the People's Republic of
China

Preview: page 1 of 2 shown, 12 in the full document. Complete English PDF, instant download:
https://chinastandards.org/standards/yd-t-1724-1-2007


https://chinastandards.org/standards/yd-t-1724-1-2007

Table of Contents

What this standard covers 1

Document data 2

What this standard covers

This standard specifies the 2GHz TD-SCDMA digital cellular mobile communication
network speed downlink packet access (HSDPA) lub general description of the interface,
function lub interface protocol, general rule NodeB lub interface logic models and lub
interface protocol structure. This section applies to 2GHz TD-SCDMA digital cellular mobile
communication network speed downlink packet access (HSDPA) the lub interface.
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