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Foreword

YS/T 74-2010 "cadmium chemical analysis method" is divided into 11 parts.

--- Part 1. Determination of arsenic content by hydride generation - atomic fluorescence
spectrometry;

--- Part 2. Determination of antimony content hydride generation - atomic fluorescence
spectrometry;

--- Part 3. Determination of nickel content by electrothermal atomic absorption
spectrometry;

--- Part 4. Determination of lead content by flame atomic absorption spectrometry;

--- Part 5. Determination of the amount of copper diethyl dithiocarbamate
spectrophotometry lead;

--- Part 6. Determination of zinc content - Flame atomic absorption spectrometry;
--- Part 7. Determination of iron content of 1,10 phenanthroline spectrophotometry;
--- Part 8. Determination of thallium content of crystal violet spectrophotometry;

--- Part 9. Determination of tin content by hydride generation - atomic fluorescence
spectrometry;

--- Part 10. Determination of the amount of silver by flame atomic absorption spectrometry;

--- Part 11. Inductively coupled plasma atomic arsenic, antimony, nickel, lead, copper, zinc,
iron, thallium, tin and silver content of the emitted light Spectroscopy.

This is Part 5.
This section drafted in accordance with GB/T 1.1-2009 given rules.

Spectrophotometric determination of the partial replacement of YS/T 74.5-1994 "Methods
for chemical analysis of cadmium diethyl dithiocarbamate spectrophotometric copper lead
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Amount ", this section compared with the original standards, the main changes are as
follows.

--- Text format has been modified;

--- Complements the precision, quality assurance and control provisions;
--- Increase the warning prompt;

--- Increasing the test report clause.

The non-ferrous metal part by the National Standardization Technical Committee
(SAC/TC243) centralized.

This section is responsible for drafting unit. MCC Huludao Nonferrous Metals Group Co.,
Ltd.

Participated in the drafting of this section. Shenzhen Lingnan Nonferrous Metals Co., Ltd.
Shaoguan smelter, Henan Yuguang Gold & Lead Co. Shares the company, Shaanxi
Dongling Smelting Co., Ltd.

1 Scope

YS/T of the provisions of section 74 of the method for the determination of cadmium in
copper content.

This section applies to the determination of cadmium in copper content. Measurement

range. 0.00005% to 0.025%.

2 Principle of the method

In acidic medium, and the divalent copper diethyl dithiocarbamate Pb (lead salts DDTC)
replacement, forming diethyl dithiocarbamate Colored complex of copper, in the
spectrophotometer at a wavelength of 440nm, measured absorbance.

Color in solution does not interfere with the determination of bismuth less than 20ug.

3 Reagents

Unless otherwise indicated in the analysis using only recognized as analytical grade
reagents and distilled water or equivalent purity.

3.1
lead acetate.

3.2
nitrate (rhol.42g/mL), pure class distinctions.
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3.3
Ammonia (rho0.90g/mL), pure class distinctions.

3.4
nitric acid (11).

35
nitric acid (110).

3.6
ammonia (12).

3.7

diethyl dithiocarbamate lead (copper reagent lead salt) - chloroform solution. Weigh 0.10g
lead acetate (3.1) was dissolved in 100mL water Added 5mL potassium nitrate solution
(100g/L), 20mL diethyl dithiocarbamate solution (5g/L), and mix. Moved 500mL separating
funnel was added 250mL of chloroform, oscillation 2min, Still stratification of the organic
phase was filtered to 500mL dry brown Dry volumetric flask, dilute to the mark with
chloroform, and mix. Use within a week (this solution was washed with water, to be
pre-boiled, cooled to room temperature).

3.8

copper standard stock solution. Weigh 0.1000g copper (wCu > 99.99%) in the 200mL
beaker, add 10mL of nitric acid (3.4), low-temperature heating to fully dissolve, cooled,
washed with water and dish table cup wall, moved 1000mL volumetric flask, 10mL of nitric
acid was added (3.4), dilute to the mark and mix. This solution 1mL containing 100ug
copper.

3.9

Copper Standard Solution. Pipette 25.00mL copper standard stock solution (3.8) in 500mL
volumetric flask, was added 5mL of nitric acid (3.4) to Dilute with water to volume, and mix.
This solution 1mL containing 5ug copper.

4 Instrument

Spectrophotometer.
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